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ABSTRACT

Perhaps the most significant development in coal mine ground
control during the last century was the introduction of roof bolting
during the late 1940’s and 1950’s. From an engineering standpoint,
roof bolts are inherently more effective than the wood timbers they
replaced. Roof bolts promised to dramatically reduce the number of
roof fall accidents, which then claimed hundreds of lives each year,
and they were initially hailed as* one of the great social advances of
our time.” Roof bolting also emerged at atime of rapid technologic
transformation of the coa industry, and greatly accelerated the
transition to trackless, rubber-tired face haulage.

TheU.S. Bureau of Minesquickly becamethe new roof support’s
strongest advocate. Some state agencies and miners were skeptical
at first, but nearly everyone was soon won over. Case historieswere
reported showing that roof falls could be largely eliminated while
productivity increased dramatically. Little wonder that, in the words
of one contemporary observer, “roof bolting has been adopted more
rapidly than any other new technology in the history of coa mine
mechanization.”

Yet by the end of the 1950’s, it was clear that roof fall fatality
incidence rates had actually increased. It would be another decade
before the superior ground support provided by roof bolts would
clearly savelives. Thestory of how roof bolting wasimplemented by
the mining industry, but took so long to live up to its promise, is a
fascinating example of the interaction between economics,
technology, regulation, and science. It still hasimportant lessonsfor
today.

INTRODUCTION

The 20" century was a time of continuous revolution in
underground coal mining technology. At the beginning of the
century, traditional pick mining with hand loading was nearly
universal. Undercutting machines had largely replaced picks by
1930, when mechanical 1oading began the first great transformation
of mining (figure 1). Other revolutionary developmentsincluded the
replacement of drilling and blasting by continuous miners during the
50's and 60's and the rapid growth of longwall mining during the
1980's.
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Figure 1. Underground coal mining methods of the 20™ Century.

These technological changes were accompanied by equally
dramatic devel opmentsinwork organization, government regul ation,
and mine safety. Where the hand-loader worked independently and
seldom saw a foreman, today’s mines are highly organized and
supervised. Mine inspectors were rare 100 years ago, while today
many large mines are inspected nearly every day. And while coal
mines once claimed thousands of lives each year, annual fatalitiesare
now numbered in the tens.?

Y et at |east one aspect of mining remained constant. Throughout
the century, falls of roof were the greatest single safety hazard in
underground coa mines. In fact, roof falls were responsible for
between one-third and one-half of mining fatalities in each decade.
To be sure, the same period saw a dramatic improvement in the
annual fatality record measured either by the total number or by the
rate per-hour per-million hours of miner exposure (figures 2 and 3).
One logical explanation for this reduction is the application of new
ground control technology.

Without adoubt, roof bolting has been the single most important
technological development in thefield of ground control intheentire
history of mining. Bolting was substituted for timbering in U.S.
underground coal minesin the late 1940’s, and it was “accepted by
the mining industry with greater rapidity than any other mining
change since the inception of mechanization.”® It has generally been
assumed that roof bolting just as quickly reduced the toll taken by
roof fals. Yet therea story, asit emerges from careful analysis of
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the accident data and the words of the participants, was far more
complex.
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Figure 2. Roof fall fatalitiesin underground coal mines.
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Figure 3. Roof fall fatality rate for underground coal mines
(fatalities per million employee hours).

“Miner—Be Careful!”
ROOF CONTROL DURING THE HAND-LOADING ERA

At the turn of the century, roof support was considered the
responsibility of each individual miner. It was his duty to “examine
his working place before beginning mining work, to take down all
dangerous date, and make it safe by properly timbering it before
commencing to mine coa.”* The mine operator was responsible for
delivering timbering materials to each working place, and the
foreman checked that it wasinstalled properly on his daily visit.®

Theminersoften had considerabl e discretion about the amount of
support they installed. In weak shale roof, posts might be set 2.5 to
5 ft apart,® but where the roof rock was strong, no posts might be set
at al. An important element in early roof support systems were
“safety posts,” which were set at the end of thetrack to protect miners
while they loaded the coa or prepared the face for the next shot
(figure 4).” Thesetemporary supports required extratime and effort,
and their use was often at the discretion of the miner.

Under these circumstances, it is understandabl e that much of the
blame for roof fall accidents was placed on the inexperience and
carelessness of the miners themselves® 1n 1912, the US Bureau of
Mines (Bureau) asked: “How can you, the miner, escape harm from
roof falls?” The answer was. “Be careful...do not take the risk of
loading a car before putting up aprop...set extra posts, even though
they are in your way.”®
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Figure 4. Hand loading with a safety post.

Over time, however, safety professionals began to recognize that
“acondition responsible for many fatalities from falls of roof isthe
absence of any policy on the part of management with respect to
systematic methods of roof inspection and support.”*® Encouraging
mine managers to prepare, promulgate, and enforce a systematic
timbering plan became a key element in the Bureau’s roof control
efforts. Violations of the timbering plan would include:

Timber too far from the face;

Working under loose roof or loose roof not taken down;
Propsinsecurely set;

Spacing between posts too great, and;

Safety post not set up.*t

The Bureau also exhorted miners to “comply with systematic
methods of timbering, where such systems have been adopted, and
exercise judgment in placing additional posts for your own
protection.”*> But so long as the typica mine foreman was
responsible for about 80 miners, and seldom spent more than 5
minutes with each one during a shift, enforcing timber plans
presented a challenge.

“Mining Companies Are Continuously Searching for Improved
Types of Roof Support”
THE IMPACT OF MECHANIZED MINING ON ROOF
CONTROL

Between 1930 and 1948 the portion of underground coal that was
loaded by machine rose from less than one-tenth to nearly two-
thirds®® Mechanized mining alowed for increased supervision,
because “it was possible to obtain the desired production with a
smaller number of miners and fewer working places than hand
mining.”** In addition, timbering often became the responsibility of
aspecial crew, paid by the day rather than the ton.*®

Unfortunately, in many ways machine mining in fact made roof
support more difficult. Mostimportantly, loading machinesrequired
aprop-freefrontinwhichtowork. The machineoperator wasusually
protected by posts and crossbars, but the helper had to venture into
the unsupported face zone (figure 5).° The Bureau summarized the
situation:
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Figure5. Machine Iadi g with timber suppot. :

“In many mines the simple safety post offers effective protection
a the face with hand loading; after mechanical loading
equipment isinstalled, however, safety posts may interfere with
the efficiency of the equipment, and their effectiveness may be
destroyed because of frequent accidental dislodgement. Too
often theresult isthat either the safety posts are eliminated or are
used only when an official is present.”*

Noise that prevented miners from hearing the warning sounds
from the roof also contributed to the hazards of machine mining.*®

A detailed and widely reported Bureau of Mines study conducted
in 1951 concluded that “mechanical operations are, to aconsiderable
degree, more dangerous from the standpoint of roof falls’ than hand
loading, “ notwithstanding that much closer supervisionismaintained
in such operations.” Particularly high-risk occupations cited in the
report included | oading machine operator and hel per, timberman, and
foreman. The study also found that 74% of roof fal fatalities
occurred within 25 ft of the working face, and that 3 out of 4 of these
took place inby the last permanent support (between the last support
and the face).™

The same study also attributed 89% of the roof fall fatalities to
“human failure,” and of these nearly two-thirds were considered the
responsibility of management. It concluded that:

“These facts very definitely indicate management failure in
providing sufficient roof support at working faces....Regardless
of roof conditions, minimum standards of roof support suited to
the conditionsand mining system of each mineshould be adopted
and followed....The judgment of the person should never be
substituted for the minimum support required in the systematic
roof support plan.” %

The difficulties posed by traditional timber supportsincreased as
the early track-mounted | oading machines were replaced by crawler-
mounted ones. When rubber-tired shuttle carsthat carried coa away
fromthe facewereintroduced in thelate 1930's, “timbering resolved
itself into setting cross-bars, because the machines required the full
width of the place, leaving no room for posts.”? The maximum span
without a post increased from the 9-10 ft over track to 15-20 ft and
even more (figure 6). Intersections were particularly difficult, and
mines with weak top that required narrow entries or close timbering
had particular problems. In fact, during this time the Bureau
maintai ned a separate category of fatalitiesfrom“roof fallsdueto car
or machineknocking out post.” 1n 1946, for example, 14 deathswere
attributed to this cause.?
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i gure 6. uttl e car haul e with timbers.

Timbering began to be seen as a critica bottleneck in the
mechanical mining process. Simply moving the required quantities
of timber to the face was a mgjor undertaking and caused many
injuries.”® Timber crews typically consisted of 4-5 men. To reduce
the burden, equipment manufacturers and individual mining
companies developed timbering machines (figure 7). These were
mobile units operated by a crew of 2-3, and could carry a supply of
timber posts and crossbars, cut them, and hoist them into place.* By
1949, Coal Age reported that timbering machines were on their way
to becoming “ standard |oading unit equipment.”®

Figure 8. P| ns and timbers hitched to theribs.

As crossbars became the primary roof support, a variety of
techniques were developed to install them without posts. Most
involved pins or timbers that were hitched into the ribs® It is
impossible to view photographs of these support systems today
without wondering how effective they could have been (figure 8).
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Certainly they had aimost no vertica stiffness, and the amount of
deadweight that they could transmit to the ribs was limited,
particularly where the coal was friable or fractured. Little wonder,
then, the Bureau’s Edward Thomas wrote in 1948 that:

“The more progressive mining companies are continually
searching for improved types of roof support that will give
maximum protection and at the same time offer minimum
interference with the preparation and loading of coal.”*’

“A Different and Possibly Advantageous
M ethod of Supporting Roof”
FIRST TRIALS

Even as Thomas wrote those words, the roof bolt was emerging
as the leading candidate “temporary legless support” in machine
mining.® Roof bolts are steel rods, normaly 3-6 ft long and
5/8-1inchin diameter, that areinserted into holesdrilled in the mine
roof. Theearly boltsall used some kind of mechanical anchor at the
back of the hole (today a polyester resin grout is normally used
instead), and were tensioned between the anchor and the head
(figure 9). As a support, roof bolts are theoretically superior to
timbers because “timbers offer support after the strata they are
supporting have failed; whereas roof bolts reinforce the roof rock,
which contributes to its own support.”?

ROOF BOLT

a BOLT

EXIANSTON
OHELL

BEARNG (LATE

Figure 9. A roof bolt.

Roof bolts work best when they are anchored in a strong, self-
supporting rock layer. Insuch conditions, their roleisto suspend any
underlying weak or looserock. Wherethereisno self-supporting bed
within reach, the bolts must tie the roof together to create a“beam.”
In generdl, it is much more difficult for roof bolts to build a beam
than it isto suspend weak rock fromone. Greater ground stressesand
wider roof spans also increase the requirements placed on roof bolt
systems.®

Some use of roof bolts was apparently recorded as early as
1905,%* and J. C. Baldwin was credited with installing bolts in the
Sagamore Colliery in southern WV in 1917.** The St. Joe Lead
Company was thefirst major mining company to make extensive use
of roof bolts, beginning in the 1920’'s.*

Early in 1947, C. C. Conway, Chief Engineer for the
Consolidation Coal Company in St. Louis, visited one of the St. Joe
mines near Bonne Terre, Missouri, and was impressed with the roof
bolts he saw there.** He determined to try them at Consol’ sMineNo.
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7 near Staunton IL. The roof at Mine No. 7 was a common Herrin
No. 6 Seam sequence, with severa feet of weak shale and “clod”
drawrock beneath the extremely competent Brereton limestone.
Timbering requirements were extensive, and often the drawrock
collapsed beforeit could be supported, causing extensive dilution of
the ore and amajor safety hazard.®

Thefirst roof boltswere installed in Mine No. 7 using hand-held
stoper drills (figure 10). The anchorswere expansion shells“similar
to those used to support trolley wire”, though dot-and-wedge type
anchors like the ones “ ordinarily used in the metal mines’” were also
employed. A section of channel iron wasused asaplate. TheDC air
compressor was powered by atrailing cable and mounted on atruck.
Two men constituted the bolting crew.®

For Conway, the most important feature of roof bolts was that
they could be placed “as near the face as possible.” Shuittle car turn-

Figure 10. Installing roof bolts with a hand-held stoper drill.

outs were also improved by eliminating some of the props that
formerly supported crosshars. After placing hundreds of bolts in
more than a year of experimentation, Conway concluded that the
“practicality of supporting date from a bed of limestone has been
demonstrated.”*”

Conway’ s enthusiasm was restrained, however. He introduced
roof bolting not as a panacea but as “a different and possibly
advantageous method of supporting roof.” At thispoint therewas*no
intention to completely eliminate timbering,” though timbering
requirements might be reduced. “Props and other timber are the
miner’s barometer or measuring stick,” wrote Conway; roof bolting
should be considered as supplemental support “before adequate
timberingispossible.” Hedid, however, proposethat roof boltscould
be used to “make laminated shale homogeneous,” and said that trials
were adready underway in other Consol mines where no strong
limestone was present in the roof .

“No Development in Modern Coal Mining Has Been as
Spectacular and Far-reaching”
ROOF BOLTING ACCEPTED 1948-1955

The U.S. Bureau of Mines (Bureau) was apparently involved in
the roof bolt tridls at Mine No. 7 amost from the beginning. Early
Bureaureportsincluded roof boltsasoneof several “leglesssupports’
for mechanica loading, along with hitch timbering and peg
timbering.®* As it gained confidence in the technique, the Bureau
began to advocate roof bolting enthusiastically as an accident-
prevention measure.*
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Since the Bureau was without regulatory powers, it had since
1910 “mastered the art of prodding operatorsinto implementing new
technol ogies that resulted from its scientific investigations.”*** The
point-man in the Bureau’ s roof bolt campaign was mining engineer
Edward M. Thomas (figure 11). Thomas had graduated from the
South Dakota School of Mines in 1926, and had served as an
inspector of minesin North Dakota and an operating official in the
Pennsylvaniaanthracite mines before joining the Bureau in 1936. In
1949, hewas sel ected to head the Bureau’ snew Roof Control Section
in College Park, MD.*

Figure 11. Speakers at the 1949 Kentucky Mining Ingtitute. Ed
Thomasis the second from right.

The Bureau's effort in encouraging roof bolting was two-
pronged. Onthe one hand, Thomas and his associates adopted ahigh
public profile, writing papers and giving presentations at many
industry meetings. These touted the advantages of suspension
supports from the standpoints of safety and efficiency. Listed safety
features included:

A systematic support “within inches’ of the working face;
Can't be dislodged by blasting or equipment;

Improved ventilation (because of less air resistance), and;
Reduced accumulation of explosive coal dust (because places
could be cleaned more thoroughly).

Economic advantages included:

A reduction in the time required to load a place by 15-50%;
Potential for widening rooms;

Faster haulage, and;

Reduced labor cost for roof support and material handling.*®

*Probably the Bureau's single most important achievement was rock dusting
to reduce the hazard of coal dust explosions. During a 30-year campaign, the
Bureau publicized both its research findings about the effectiveness of rock
dust and examples of explosions that rock dust could have prevented. The
Bureau was acutely aware that the expense was the primary barrier to the
industry’s acceptance of rock dust, and it tried to help by developing
mechanized equipment to reduce the cost of applying dust. Ultimately,
however, external economic incentives may have been more important than
either scientific data or new legislation to the success of the Bureau's
campaign. By 1925, 11 states gave worker’s compensation premium credits
to mines that rock dusted, and mines that didn’t dust had difficulty obtaining
insurance (Aldrich, 1995).
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Perhaps more important than publicity was the Bureau's
involvement with roof bolt trials in mines across the country. The
Bureau' spolicy was “ not to sponsor or condone the adoption of roof
bolting at any mine unless it has been preceded by one or more
experimental installations.” In the test sites, the standard procedure
was to install the normal amount of conventional timbering together
with the roof bolts, and then withdraw the timber. Roof conditions
were then observed over a period of several months. The test sites
aso “served to acquaint the workmen with the unfamiliar tools
required and enables them under supervision to become expert in
installing the bolts properly.”* This cautious approach was credited
with making the progress of bolting possible, because it guarded
against carelessinstallationsthat could have caused serious accidents
and “might well have stopped all further experimentsin thosecritical
early days.”*

The Bureau’ s campaign had to overcome two primary barriersto
the new technology. The first was the cost and availability of the
required equipment. The development of carbidealloy insert bitswas
essential because it made it possible to drill holes cheaply in hard
rock.*® Hand-held stoper drillswere already available at most mines,
but they now required a mobile source of compressed air. Many of
the first mines to install roof bolts built their own cars to carry the
drills, compressor, bolts, and other supplies from face to face
(figure 12). In some cases, timbering machines were modified to
double as roof bolters. The bolts themselves were not readily
available either. In some cases, they were fabricated in the mine's
own shop.

Figure 12. An early roof bolt machine.

The second barrier was psychological. Minerswere used to the
reassuring presence of heavy timbers, and roof bolting seemed to be
“reversein principal to the old methods,”# becauseit “ appearsat first
glance to approximate holding oneself up by one's bootstraps.”*
Bethlehem Mines Corporation’ s [damay Mine provides one example
of the educational program that was required to make bolting a
successin 1948. It began with training of all mine supervisorsinthe
theory and practice of roof bolting. Top management “knew that
first-line supervisors had to be sold on roof bolting beforeit could be
tried in the mine” When the tria began, the company “started a
program to sell al underground employees on the benefits of roof
bolting, particularly from the safety angle.”*® In mineswhere*oneor
more officials of authority refused to accept roof bolting, the roof
bolting program did not succeed,” as happened at the Green Valley
Minein Indianain 1949.%°

Between 1949 and 1955, numerous case histories of the
successful application of roof boltingfromall over thecoalfieldswere
reported in the mining press (figures 13 and 14). An early article
reported that three northern West Virginia mines of the Christopher
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Cod Co. had reduced roof falls by 80%. Shuttle car intersections
were particularly improved. The bolts were even successful in
stopping “roof cutters’ that “travel relentlessly and have aways
caused the roof to fall when they hit an intersection area.” %

¢Mm ; ’ w; '&-‘ '- ]
Figure 13. Shuttle car haulage with roof bolts.

Figure 14. Machine loadi n Wth roof bolts.

The results of a major Bureau study in five southern West
Virginiamineswere morestriking. These mines*produced over two
million tons of coal without afatal accident and with only four lost-
time accidents, as compared with two fatal and 71 lost time accidents
over a similar period when conventional timbering methods were
used. Production increases ranged from 0.86 to 10.7 tons per man
shift.” That these resultswere achieved during the dangerous process
of pillar recovery made them even more impressive.® In northern
WV, the success of roof bolting in pillar work allowed 7-10% more
coal to be recovered.®

Roof bolts could also conquer weak roof. Zeigler Mine No. 3
was notorious for the “most treacherous roof in the Middle West,”
consisting of 28 ft of soft claystone under only 160 ft of cover. The
mine was on the verge of shutting down because of the excessive
timber requirements and the mining delays they engendered. After
just three months of bolting the tonnage per manshift increased by
37%, to 22.6 tons, and accidents were also reduced.*®

Encouraged by the Bureau of Mines, the Tennessee Coal and Iron
Divisionof U.S. Sted introduced roof boltingtotheir 5 Alabamacoal
minesin 1948. During the next fiveyears, 19% of their combined 66
million tons was produced beneath 3.3 million roof bolts. Roof falls
claimed 49 lives in the TCI mines during this period, only one of
which involved roof bolts. The fatality rate for bolted roof was,
therefore, approximately just 1/10 of that beneath timbers (although
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129 non-injury falls of bolted roof were aso reported, mainly in
intersections. )

Such figures led many safety professionals to concur with Joe
Bierer of the West Virginia Department of Mines, that:

“Herein lies awonderful opportunity for the coa industry to
bring about an epochal advancein safety for the mineworker,
a humanitarian accomplishment to compare with the great
social advances of recent years...No such immediately
effective and readily confirmed benefit has derived from any
other measure ever conceived, or devised, for safety in cod
mines.”®

Theindustry did not lose sight of the economic advantageseither.
In its 1950 Annua Review, the American Mining Congress (AMC)
reported that roof bolting continued its “phenomenal growth,” and
that “ somerather awe-inspiring estimates have been made concerning
the percentage increase in production efficiency as aresult of bolted
roof.” It concluded that a “realistic appraisal” averaged a “most
worthwhile” 10-20% increase.® In 1954, the AMC's Committee on
Roof Action wrote that:

“No development in the history of coal mining has been as
spectacular and far-reaching as roof bolting. Itsfirst success
in converting “bad top” to “good top” soon brought the
further advantages of wider working places, fewer
interruptions from date fals, and, in general, improved
mining efficiency and higher tonnage.”

Looking back in 1956, Robert Fletcher of J. H. Fletcher & Co.
wrote that “the art of roof bolting has been accepted by the coal
industry with greater rapidity than any other mining change sincethe
inception of mechanization.” He attributed its success to three
factors:

« Roof bolting increases safety as well as production;
« It was encouraged by the Bureau of Mines, and;
» It could be tried with a minimum of equipment.*®

“Pressure Has Been Brought to Bear on this Department”
CHALLENGESIN PENNSYLVANIA 1949-1953

Not everyone was immediately impressed with the effectiveness
of roof bolting, however. Richard Maize, Secretary of Mines for
Pennsylvania, wrote to all mine inspectors and mine operators on
October 14, 1949 that:

“It has been brought to the attention of this Department that a
number of operators have adopted the new method of suspension
roof support recommended by the U.S. Bureau of Mines...Asa
result, one man has been killed in Pennsylvania and several near
accidents have resulted...Under no condition will anyone be
permitted to experiment with roof suspension supports at the
working faces without using the standard method of timbering at
that mine....If you are now using the bolt suspension method of
support you must discontinue this method of control
immediately...”®

*Not al mines reported immediate success, however. Despite a “thorough
trial,” the Reels Cove mine in Tennessee abandoned roof bolting because the
disintegration of the roof shale over time “loosened the bolts and made them
useless.” Timber was also much cheaper there, at $0.10 per post against $1
per bolt. (Cod Age [1951]. *“Continuous-Face Mining.” June, p. 80.)
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That Fall, it was reported that PA inspectors had halted work on
the Porter Tunnel mine until some 500 ft of roof bolt supports could
be replaced with conventional timbering.®*

A battle royale was soon in process. Pennsylvania operators
clearly did not want to be denied access to a new technology that
their competitors were rushing to adopt. Maize was aso in an
awkward position because the Bureau, other state agencies, and
apparently even many of his own inspectors felt favorably towards
the technique.

Maize did not give up easily, and he seemed to have the law on
hisside. On April 11, 1950, he wrote another Circular Letter to his
inspectors:

“Pressure has been brought to bear on this Department from
the Operators urging that we permit the new method of
suspension roof support recommended by the USBM without
theuseof conventional timbering... TheBituminousMining
Laws state: ‘The mine foreman shall direct and see that
every working place is properly secured by props or
timbers'....Asthe law statesthat the roof must be supported
by timber, it can logically be assumed that the securing of the
working place must be by timber.” ¢

A compromise was soon achieved, however. A procedure was
developed whereby a mine could be granted a roof bolting permit
following the favorable report of a Committee of inspectors. An
example was provided in the 1950 Annua Report of the PA Dept of
Mines. The Renton No. 6 Mine of Consolidation Coal Co. had been
bolting on an experimental basissince 1949. Nearly 3 miles of entry
had been bolted, fenced off, and the timbers were removed. The
entire areawas reported to be standing without any roof fallsor even
indications of weight, while many falls had occurred in the adjacent
timbered area. Based on these findings, roof bolting was approved
at Renton for a 4 ft by 4 ft pattern, and with restrictions on miners
going beyond supports.® In August of 1951, the PA Attorney
General ruled that roof bolting was permissible in lieu of timbering,
but only if permission was obtained first fromthe Secretary of Mines.

By 1954, the Pennsylvania Department of Mines had joined the
ranks of the true believers:

“From the reports of our inspectors it has been learned that
neither a serious or a fatal roof fall accident has occurred
under 885 miles of areathat has been roof bolted. Thisisa
remarkabl e achievement considering the fact that 70% of all
fatal accidentsin PA mineswere caused by falls of roof. We
realize that roof bolting may not be a cure all, however, we
cannot overlook experience, and thisexperienceconvincesus
that roof bolting has materially aided roof control. Moreand
more peopl e are becoming roof bolt conscious and we hope
the trend will continue.”®

By thistime, 72 of the largest PA mines, representing more than
half of the tonnage produced in the state, were using roof boltsfor at
least some of their production.

“Roof Bolts Are Not Sky Hooks”
DISAPPOINTMENT 1955-1960

By themid-50's, it was clear that timber supports would soon go
the way of the pick and shovel. In 1957, the Bureau estimated that
morethan 50% of all underground bituminoustonnagewas produced
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beneath roof bolts.® The spread of roof bolts should have been
accompanied by an equally dramatic drop in roof fall fatalities. As
late as 1954 the Bureau had estimated that the fatality rate on sections
supported by conventional timber was 5% times higher than on roof
bolted sections.®®

Yet overal fatality rates stubbornly refused to go down.
Responding to the 1955 statistics, Thomas wrote:

“Roof bolting's influence on the over all roof fall injury picture
was disappointing when one considersthat the use of boltsin coal
mines increased by 1/3 during the year...There were as many
fatalities (five) fromfailuresin bolted roof in 1955 asthetotal for
1948-1954.”%

Thomas advanced two explanations for the frustrating lack of
progress. Thefirst was that when miners go beyond the last support
they are unprotected, regardless of what type of support isused. A
1954 Bureau study had again found that more than 50% of roof fall
fatalities occurred in the unsupported space between the last row of
supports and the face.®® The following year, Thomas found that an
even higher percentage of the fatalities on roof bolted sections took
placein what he called the “ danger zone.” One obvious solution was
the safety post:

“No responsible mining official would suggest that safety
props or jacks be eliminated as long as there is any chance
that anyone will enter it [the danger zon€] to perform his
work.”

Thomas also advocated work practices that kept workers out of
thedanger zone, and endorsed the use of automati ¢ safety supportson
roof bolting machines.

The second explanation for the lack of progress was that “many
mines are now bolting where the method is marginal in the sense that
perfect anchorage cannot be obtained.”® Here Thomaswasreturning
to awarning he had sounded as early as 1951, when he wrote:

“In many instances the increase in productivity [with roof
bolts] has been amost incredible and has led many mining
men to conclude that through some hocus-pocus they can
now cast aside many or all of the time-proven rules of good
mining practice. If thistendency isnot counteracted, it could
easily result in an increase of roof fall accidents...”™

Elsewhere, he said that “ Roof bolts are not ‘ sky hooks' and they
do not eliminate the weight of the roof.” "

Looking back, it seems clear that simply replacing timbers with
bolts would not be sufficient to substantially reduce roof fal rates.
The success of any support systemin aparticular application depends
not just on the type of support, but also on the density of the pattern,
the capacity of each unit, when they are installed, the quality of the
installation, and many other factors including the span, the rock
quality, and the ground stress.”

Simply stated, roof bolts can only prevent roof fallsif enough of
themareinstalled. That coststime and money. The mine operator’s
natural tendency was to adjust the expenditure to achieve an
acceptable leve of roof fal risk. Unless the mining culture was
changed to reduce the acceptable level of risk, competitive pressures
would mean that the new technology would be adapted to obtain the
same results as before.
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Leon Kelly, a Bureau engineer in Vincennes IN, described this
process perfectly in remarks he made to the 1950 Annual Meeting of
the IL Mining Institute. He cited examples from three minesin his
own experience in which the level of support had been reduced:

¢ Four-ft bolts had originally anchored in limestone, suspending
2-ft of weak mudstone. The mudstone thickened to 5 ft, but the
mine kept using 4-ft bolts.

«  Veryweak roof wasoriginally supported by 5-ft boltsin a4-bolts
per row pattern. When that proved successful, the mine reduced
the bolt length to 4-ft on a 3-bolt pattern. Approximately 6% of
the newly bolted roof now collapsed, but the operator judged that
acceptable.

¢ A mine operator reduced the number of bolts per row from 3 to
2, because “in most casesthe bolts held the roof long enough for
them to work the place out, and he didn't feel justified in
spending the additional money.”

Kelly summed up:

“Theimportant thing [the cases] show isthedeliberatetrend. In
each case, when bolts were first used at the mine, everyone was
more or less afraid of them and the pattern that was adopted was
followed religiously. Astimewent on, and none of the bolts fell
out, they were taken for granted and it was assumed that bolts
would hold up the roof as long as there were holts in the roof.
Some operators are beginning to tell me that we are dl
overbolting, and naturally when they feel that way they will
reduce either the number of bolts or the length of the bolts they
use.... If failures are accepted as a calculated risk, it isonly a
matter of time until a serious accident occurs...”™

By 1960, roof bolting was no longer expected to perform
miracles. A Campaign to Prevent Injuries from Roof Fallsin Coal
Mines was initiated that year under the auspices of the National
Safety Council, and was sponsored by Federal and State agencies, the
United Mine Workers of America, coa associations, safety
organizations, and others.”® Full-page articles on how to reduce the
number of roof falls were published in the Mining Congress Journal
during each month of that year, yet the strategy of abandoning
timbers in favor of roof bolts was never suggested. Instead, the
campaign focused on a number of older themes: Systematic roof
support plans, enforcing compliance with the plans, use of safety
posts, and not going inby supports (figure 15).® As Coal Age
magazine said:

Figure 15. Materials from the 1960 Campaign to Prevent
Injuries from Roof Fallsin Coal Mines.
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“Few are the mines that cannot cut accidents from falls of
roof, face, and ribs more than 50% by the intensive,
continuous application of well-known basic principles. All
that is necessary isto do it.” 77

Despite the campaign, the roof fal fatality rate climbed to its
post-war peak in 1960.

“A Health Hazard |'s Created While Attempting to Eliminate
the Hazard from Rock Falls’
SILICA DUST AND ROOF BOLTING

Drilling creates dust. While the health dangers of coal dust had
been disputed for more than a century, there was no question about
thehazard of silicadust. The Bureau of Mineshad identified silicosis
asamajor hazard for metal miners as early as 1917.® Nearly 2000
tunnel workers, many of them ex-miners, had been killed or disabled
by silicosis at Hawks Nest Mountain in WV during the 1930's.”® By
the late 1930’s, most states recognized silicosis in their workmen’'s
compensation laws.®

The Bureau of Mines recognized the need for dust control when
drilling for roof bolts from the very beginning. Their studies showed
that coal mine roof strata contained an average of 31% free silica,
with typical values of 26% in shale and 55% in sandstone®' The
accepted techniquefor controlling drilling dust in metal mineswasto
forcewater up thedrill steel to thebit. The Federal Mine Safety Code
specificaly required the use of water where rock was drilled with
percussion drills.® Wet drilling was enforced so rigidly in metal
mines that “it was taken as a matter of course, even though drilling
vertical holesis a sloppy, disagreeable task.”®

Many inthecoal industry clearly understood therisksaswell. At
apanel on roof bolting at the 1949 Annua Meeting of the Kentucky
Mining Institute, engineers from the Berwind-White Coal Company,
theWest Kentucky Coal Company, and theNational Coal Association
joined the Bureau’'s Thomas in urging mine operators to give wet
drilling serious consideration.®

The Bureau publicized research that showed dry drilling, with
either pneumatic stoper or electric rotary drills, could result in silica
dust concentrations up to 200 times the recommended level of 5
million particles per cubic ft of air. Such concentrations were a
seriousmenaceto not just thedrill operators, but al so anyoneworking
downwind in the return air. Wet drilling, on the other hand, was
found to result in acceptable levels of dust.®®

Wet drilling never caught on, however. In a bluntly honest
assessment, Thomas explained how the Bureau’s decision to allow
dry drilling in the initial roof bolting trials had contributed to the
problem:

“In the first installations of roof bolts in coa mines the
possibility of failure was of great concern to mine officials.
Frankly, we considered it more important to prove the
practicability of the method, |eaving dust control asecondary
consideration. When roof bolting became popular, it was
difficult to convince new users that dust control measures
should be adopted, especially when the original installations
had not considered such provisions....The coa miner,
regardless of any explanation that wet drilling is standard
practicein metal mines, is unimpressed and wants no part of
such a doppy, disagreeable task. It is difficult for him to
visualize the silicosis hazard or to take it seriously”®®.
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Inan addresstothe 1950 I1linoisMining Ingtitute, J.J. Forbes, the
Bureau' s Chief of Health and Safety, said that “ without some means
of controlling dust a health hazard is created while the attempt is
being made to eliminate the hazard from falls of rock.” He reported
on a meeting held in Washington DC in which representatives of
machinery manufacturers, coal-mineoperators, and mineworkershad
discussed dust control measures in connection with roof bolting.®”
Following this meeting, the Bureau began an extensive program of
testing dust collecting systems for performance. Yet aslate as 1957,
the Bureau reported that of the 424 mines using roof bolts, just 8%
employed water to alay dust, 35% employed dry dust collectors, and
nearly half employed no means of dust control other than respirators
(figure 16).% Anindustry consultant provided oneexplanation for the
lack of progress: “The application of dust control to bolt drilling
operationsgenerally addsto thetimeand cost of thebolting and often
delays the mining cycle.”®

drilling usi

Figure 17. Dry ng respirators for dust protection.
There is little doubt that the prevalence of occupational lung
disease among the generation of miners who worked in the dusty,
mechanizing mines of the postwar period was higher than among
most othersin the past.® Unfortunately, it seemsthat silicadust from
roof bolting must have contributed to this terrible human toll.

EPILOGUE

What isthe verdict on roof bolting during the 1950's? Certainly
it was a success, if it is judged by the speed with which it was
adopted or the effect that it had on the economics of mining. But
those were not the criteria used by technology’s most public
advocates:

“ Safety hasbeen theprincipal consideration of theinspection
and other accident-prevention agencies that have endorsed
and promoted roof bolting during the past several years.”*

Onthesegrounds, theresultsaremixed. Certainly boltingdid not
live up to its early high expectations. The total number of roof fall
fatalities declined, but three out of five mining jobs also disappeared
between 1948 and 1960. Each of the remaining miners actually had
agreater chance of being killed in aroof fall than his counterpart in
1948. Moreover, roof bolting had introduced a vicious new hazard,
silicadust.

However, it would be unreasonable to lay the blame for the
erosion of safety at roof bolting’s door. The 1950's were a time of
severe economic stress for the mining industry. The coa boom that
began during WWI1 had ended, and production was decreasing and
prices were declining as competition from strip mining and other
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fuels was growing. The UMWA under John L. Lewis collaborated
with the largest coal companies to raise miner’s wages, forcing the
pace of mechanization.”? Subjected to such extreme competitive
forces, the mining industry was unlikely to radically improve its
safety culture on itsown. Little external pressure to improve safety
was applied either, as the 1952 Federal Coal Mine Safety Act was a
weak law that did little to stiffen regulation.®

The 1960’ s saw stability returntotheminingindustry. America’'s
demand for electric power was increasing, and coa was the fuel of
choice for new generating stations.** Roof fall fatality rates fell back
to thelevels of the late 1940's.

Then, on Nov. 20,1968, the Farmington Minewas destroyed in a
massive gasand dust explosion. 78 minersdied, and coal miningwas
changed forever. When Richard Nixon signed the Federal Coal Mine
Health and Safety Act of 1969, federal inspectors were given much
expanded enforcement powers, and adetailed set of health and safety
standards was made mandatory for all mines® Systematic roof
support plans were finally required, with strict guidelines regarding
bolt spacing, bolt length, entry width, and other ground control
parameters. Working under unsupported roof without safety posts
was banned.

Theresultswere quick and dramatic. Intheeight yearsfollowing
1968, roof fall fatality rates plummeted by two-thirds, and they
maintained that level for the next decade. The improvement might
have been due to regulatory enforcement, or to changes in safety
standardsimplemented by the operatorsthemselves. But therecan be
little doubt that the tidal wave generated by Farmington transformed
the safety culture of underground mining.

Today, roof bolting isthe universal primary roof support. Indeed,
it is hard to imagine modern coal mining, in the U.S. or
internationally, without it. Modern roof bolting machines efficiently
collect nearly all the silicadust. Yet, roof fal fatality and accident
rates seem to have reached another plateau.®® New types of boltsand
other supports continue to be introduced and adopted by the mines,
with little overall effect on safety. Perhaps the lesson from the
introduction of roof bolting is that improved technology is not
enough, it must be accompanied by a change in the way safety is
viewed. Much technology for preventing roof falls and protecting
miners is already available. The chalenge now for the mining
community is to decide that the current risk of roof fals is
unacceptable.
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